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CAPACITY & FACILITY LIST 
 
DESIGN FACILITY 
 
4 Seats Solidworks Professional. 
3 Seats Amada Sheetworks & Dr ABE. Punch & Laser nesting software with  
offline bend programming. 
 
 
 
SHEET PROCESSING FACILITIES 
 
AMADA FLC 3015 AJ 2.4Kw fibre Optic Laser with Nitrogen & Oxygen cutting and MP LOADER 
AMADA LCG 3015 AJ 4.2Kw fibre Optic Laser with Nitrogen & Oxygen cutting and MP LOADER 
VIPROS 368 QUEEN CAPACITY : 3000 x 1500 x 3mm  Hydraulic Punch Press with auto sheet                                                              

loading and part picking facilities. 
PEGA    358  CAPACITY : 2500 x 1250 x 6mm  Mechanical Punch Press 
LC2415 α IIII     CAPACITY : 3500 x 1500 x 8mm  Laser cutter. 
LC1212 α      CAPACITY : 2500 x 1250 x 6mm  Laser cutter. 
 
 
 
C.N.C. CONTROLLED BRAKE PRESSES ( 11 off ) some with 8 axis. 
 
AMADA HFP 220-4 CAPACITY : 4000mm x 220 tonnes 
AMADA HFE M2 1704 CAPACITY : 4000mm x 170 tonnes 
AMADA HFB 125-4 CAPACITY : 4000mm x 125 tonnes 
 
AMADA HFE 3i 1303 CAPACITY : 3000mm x 130 tonnes 
AMADA HFE 3i 1003 CAPACITY : 3000mm x 100 tonnes 
AMADA HFE 3i 1003 CAPACITY : 3000mm x 100 tonnes 
AMADA HFP 100-3 CAPACITY : 3000mm x 100 tonnes 
AMADA APX-103 CAPACITY : 3000mm x 100 tonnes 
AMADA HFB 80-25 CAPACITY : 2500mm x 80 tonnes 
AMADA HFT 80-25 CAPACITY : 2500mm x 80 tonnes 
PROMECAM  CAPACITY : 3000mm x 100 tonnes 
 
 
 
 WELDING FACILITIES 
 
14 MIG & TIG MANUAL WELDING BAYS 
STAINLESS STEEL DE-BLUEING PROCESS 
 AMADA TS-86K BED SPOT-WELDER 
3 SPOT-WELDING MACHINES 
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CAPACITY & FACILITY LIST 
 

GENERAL FABRICATION 
 
PLASMA CUTTING AND PROFILING  
STUD WELDING  
PUNCHING 
NOTCHING 
DRILLING 
TAPPING 
FITTING OF PEM AND HANK THREADED INSERTS 
FITTING OF NUTSERTS 
SAWING 
POWER PRESSES 
AUTOMATIC FIRST AND SECOND OPERATION PRESSES, CONVENTIONAL PRESSES – CAPACITY : 55 
tonnes 
TOOL ROOM WITH GENERAL MACHINING 
 
 
 
PAINTING & FINISHING 
 
IRON PHOSPHATE PRE-TREATMENT with DEMINERALISED WATER FINAL RINSE, TRACK PROCESS 
ELECTRO-STATIC MANUAL POWDER COATING BOOTH TRACK FACILITY 
TRIPLE TRACK BOX OVEN & BOOTH (MAX. 6m x 2.1m x 1.8m ) 
HIGH-TEMPERATURE WET PAINTING FACILITY AND PAINT BOOTH 
 
 
 
ASSEMBLY 
 
MOST TYPES OF ELECTRICAL AND MECHANICAL ASSEMBLY WORK CAN BE UNDERTAKEN. 
REGISTERED TO BS 9001: 2015, SINCE 1991 
EXTENSIVE INSPECTION FACILITIES AND EQUIPMENT 
 
TWO 7.5T VEHICLES TO MEET OUR CUSTOMER REQUIREMENTS. 
 


